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Gasket Dimensions for ANSI Flanges 

 
 
 
 
 
 

RING GASKETS FOR 150 LB. CLASS 
ANSI PIPE FLANGE 

RING GASKETS FOR 300 LB. CLASS 
ANSI PIPE FLANGE 

Nominal Pipe 
Size 

Gasket 
I.D. 

Gasket 
O.D. 

Nominal Pipe 
Size 

Gasket 
I.D. 

Gasket 
O.D. 

1/2” 27/32” 1-7/8” 1/2” 27/32” 2-1/8” 
3/4” 1-1/16” 2-1/4” 3/4” 1-1/16” 2-5/8” 
1” 1-5/16” 2-5/8” 1” 1-5/16” 2-7/8” 

1-1/4” 1-21/32” 3” 1-/4” 1-21/32” 3-1/4” 
1-1/2” 1-29/32” 3-3/8” 1-1/2” 1-29/32” 3-3/4” 

2” 2-3/8” 4-1/8” 2” 2-3/8” 4-3/8” 
2-1/2” 2-7/8” 4-7/8” 2-1/2” 2-7/8” 5-1/8” 

3” 3-1/2” 5-3/8” 3” 3-1/2” 5-7/8” 
3-1/2” 4” 6-3/8” 3-1/2” 4” 6-1/2” 

4” 4-1/2” 6-7/8” 4” 4-1/2” 7-1/8” 
5” 5-9/16” 7-3/4” 5” 5-9/16” 8-1/2” 
6” 6-5/8” 8-3/4” 6” 6-5/8” 9-7/8” 
8” 8-5/8” 11” 8” 8-5/8” 12-1/8” 

10” 10-3/4” 13-3/8” 10” 10-3/4” 14-1/4” 
12” 12-3/4” 16-1/8” 12” 12-3/4” 16-5/8” 

 


